Abstract
Introduction
This paper presents a solution to the major problem how to obtain a simple, passive and physically realizable RC network that matches the transmission behavior of a given very large and complex RC network up to a predefined maximal signal frequency. This problem is particularly acute in (3-D) layout-to-circuit extraction, where appropriate models for the IC interconnections in VLSI designs have to be generated.
In most VLSI circuits, the IC interconnections and their parasitics play an essential role in the overall behavior of the circuits. Therefore accurate modeling is essential. Commonly, in existing extractors, the interconnections are subdivided into elements and each element is replaced by a lumped RC section. Initially, the number of sections must be sufficiently large to guarantee that the distributed properties of the interconnections are reflected accurately by the resulting network. This can be achieved by using a Finite Element Mesh, on which the Laplace equation is solved in order to obtain values for the resistors and capacitors at each section (e.g. [l] ). However the total number of sections extracted in VLSI requires an enormous amount of memory, making an efficient timing analysis and verification of the circuit afterwards virtually impossible. To deal with this problem, a model of the interconnections has to be obtained that has a much lower complexity but that displays approximately the 33rd Design Automation Conferences Permission to make digitalhard copy of all or part of this work for personal or classroom use is granted without fee provided that copies are not made 01 distributed for profit or commercia1 advantage, the copyright notice, the title of the publication and its date appear, and notice is given that copying is by permission of ACM, Inc. To copy otherwise, to republish, to post on servers or to redistribute to lists, requires prior specific permission and/or a fee. same transmission behavior. A method like AWE [2] in theory offers a solution to the problem: by reducing the large set of system poles to a limited set of approximatedpoles, the circuit is simplified, while its behavior essentially is retained. However AWE has two important draw-backs. First, poles are obtained, not an approximating circuit. It is possible to obtain macro-models from these poles [3] , but these models cannot be used in standard circuit simulators. An actual circuit model would be much more attractive. Not only could such a model be used directly in standard circuit simulators, it would also give information that is much easier to interpret by a designer. A second important draw-back is that AWE cannot guarantee numerical stability.
A method that does not have the disadvantages of AWE but yields only an adequate low-frequency model, has been presented in [I] and [4] . This method yields a simple fullgraph network between the terminals. To guarantee a close resemblance between the transmission behavior of the initial and the final network, this method preserves the values of the Elmore delay time, the total resistance between each pair of terminal nodes and the total ground capacitance. Therefore, this method will be referred to as the Elmore delay Preserving Reduction (EPR) method.
The major disadvantage of EPR is that it yields only a first-order approximation (low frequency) of the initial network. At high signal frequencies this approximation may not be sufficient. This is a severe limitation as high-frequency effects become increasingly relevant. A second disadvantage, especially from a designers point of view, is that EPR always yields a full graph between the terminals, loosing the original physical structure completely. All this is due to the fact that EPR eliminates all non-terminal nodes, and in many cases that simply is too many.
In this paper we present a method that selectively removes non-terminal nodes: only nodes that are considered not essential in order to describe the network up to the desired accuracy at a given frequency will be eliminated. This way also the original interconnection topology can be retained, as will be shown further on. In order to decide which nodes are essential in a given configuration, the method calculates for each non-terminal node an estimation of the relative error made if that node should be eliminated. Only nodes of which that error does not exceed a predefined tolerance actually are eliminated. By continuously recalculating the errors of the remaining nodes, the method takes into account that the relative importance of the nodes increases with decreasing number of remaining nodes. Finally, the error of all remaining nodes will exceed the tolerance, and these nodes will be considered essential in the approximating model.
As will be shown in the next section, the relative error of each node is a function of the frequency at which the circuit will be operated. Now the maximal signal frequency fs is introduced as a parameter, and the method will guarantee that the model extracted is an accuratc representation of the original large network, as long as the frequency at which the circuit will be operated does not exceed is. This means in general that at high J; a more detailed circuit will be extracted than at low fs.
Because non-terminal nodes are eliminated selectively, a large interconnection network always will yield another, much smaller passive network, of which the system poles are good approximations of the original system poles. Although in principle the method is also capable of dealing with inductive networks, we will limit ourselves in this paper to RC circuits. Like EPR, this method also preserves the Elmore timedelay, the total resistance between terminals, the total ground capacitance of each line, and the total coupling capacitance between different lines. 3.
4.

Error Function
The algorithm proposed essentially is as follows:
Calculate for each node of a given initial network an estimation of the relative error made if that node should be eliminated. This error is a function of the maximal signal frequency f s .
The node with the lowest error is eliminated
Due to the elimination of a siingle node of the network, the relative importance of the remaining nodes increases. In other words, the relative error made if one of the remaining nodes should be eliminated increases. For this reason it is essential that, after a node has been eliminated, the increased relative errors of all nodes connected to the eliminated node are recakulated. By continuously updating the relative ei~ors, we guarantee the relative error of the remaining nodes to be relevant with respect to the original network.
Steps (2) and (3) are repeated until the error of all remaining non-terminal nodes exceeds a predefined value, the tolerance &, -.
These remaining nodes are considered to be essential in order to describe the network up to the desired accuracy at given -fs.
In practice, for very large networks, this basic algorithm needs several refinements in order to be efficient in computer memory and cpu-time. That will be dealt with in the next section. In this section we will concentrate on the calculation of the estimated relative error assigned to each node, and the elimination procedure itself.
The error function uses higher-order moments theory and can be thought of as follows: suppose an admittance K j is present between two coupled nodes i and j . This admittance is represented as a series expansion in s about zero. If this admittanlce is simply a conductor, only the zeroth-order moment is non-zero (and positive); if the admittance is a capacitor, only ithe first-order moment is non-zero; and if a conductor and a capacitor are in parallel, both the zeroth and the first-order moments are non-zero (and positive). Now consider a third node k that is connected to both i and j . If node k is eliminated using Gaussian elimination, an extra shunt & j parallel to Kj; is generated in order to conserve the node information. In general this shunt is a rational function in s, of which a MacLaurin series expansion can be given. As the interconnections are considered to be essentially low pass, the lower-order moments dominate the higher-order moments. We want the interconnection to be represented by resistors and capacitors only, i.e. the zeroth and first-order moments. However, the higher-order moments in general have non-zero values, so an error is being made if the higher-order moments of the series expansion are neglected completely. An estimation of the relative importance of this error will be called the shunt error 6,,, and the following definition will be used:
with o, = 27c fs, A?!;) the I-th moment of & j , and M i j the I-th moment of I$j + E j . These moments can be extracted from the network by using a specific node elimination procedure that preserve,s the moments exactly, up to a given order N . This method has been described in detail elsewhere [5] , and is summarized in the Appendix. In the problem at hand, only moments up 'to the second-order are needed, i.e. N = 2.
Different and more detailed definitions than (1) are possible. The reasons for choosing this one are as follows:
e In definition (1) 6ij is defined relative to the zeroth and first-order moments only, because, in principle, those can be represented by resistances and capacitances.
e Only the second-order moment is used in the error function. Tlhis is a first-order approximation of the error, minimizing the extra CPU time and memory needed.
e Experiments, as are given in the next sections, demonstrate this definition to be efficient and adequate.
If Nk is the degree of node k , i.e. node k is connected to Nk other nodes, Nk (Nk-1) shunts will be generated by the elimination of k. For each shunt the error can be calculated using definition (1). These errors are considered to be the el- After elimination of all non-terminal nodes having 8 k < 6,-9 the following conclusions remain valid, due to the elimination procedure used:
0 The relation between the steady-state potentials and the steady-state currents at the terminals of the final network is the same as the currents and potential at the terminals of the initial network.
0 The total capacitance to ground for each conductor in the network is unchanged and the total coupling capacitance between two conductors is unchanged. The term conductor here refers to a subset of nodes within the initial network. In that subset there is at least one path via resistances between any two nodes, and there is no resistive path between two nodes situated in different subsets.
0 For each directed pair of nodes that remain in the final network and that are on the same conductor, the value of the Elmore delay time is preserved.
0 The moments obtained also preserve the multiple timeconstants that are typical for charge-sharing models 161.
One more note has to be made. The purpose of this work is to find a small passive circuit that optimally represents a very large passive circuit, possibly of hundred of thousands of nodes and components. In that case, the calculation of the node error vectors demands a large amount of computational effort, especially while the dimension of the error vectors is quadratic in the degree of the node. Since, during the elimination process the degree of the remaining nodes may increase strongly, this can cause severe problems. By taking only the shunt errors connected to the ground node into account, the dimension of the error vector becomes linear in the total number of non-terminal nodes. Experiments show that an order of magnitude in time reduction can be obtained, without any loss in applicability of the method.
Implementation
The reduction method described in this paper has been implemented in the layout-to-circuit extractor Space. In the implementation, resistors and capacitors represent zeroth and first-order moments, respectively. To calculate the relative node errors, second-order moments are needed. By representing these second-order moments by second-order admittances parallel to the capacitors, no extra data-structures and little extra overhead is needed.
Space uses a scan-line technique to efficiently extract RC models. As the scan-line moves over the layout, the following different operations are performed:
1. The finite element mesh is constructed.
Device recognition (both MOS and bipolar) and charac-
terization is realized.
3.
The zeroth, first and second-order moments of each element are added to an intermediate admittance network, called the frontal network. 
Examples
Two different structures are considered. The first example is a 3D structure consisting of a flat resistor, with a metal plate capacitor on top of it. Secondly a 6-terminal line is considered. Resistors and Capacitances are extracted simultaneously, using a Finite Element Method for resistance extraction and a 3D Boundary Element Method for capacitance extraction. The grid size has been taken small enough to ensure that the distributed properties are accurately reflected by the extracted lumped RC mesh. In both examples the error functions are calculated with negligible extra time and some 2% extra memory requirements.
Of the first example the layout is given in Figure 3 . This is a two terminal structure: terminal A. at one end of the polysilicon spiral resistor, terminal B at the metal plate that is capacitively coupled to the resistor. The width of the resistor In EPR all non-terminal nodes are eliminated, and after elimination, the zeroth-order moments are represented by a resistor and the positive first-order moments by a capacitor. The resulting network is plotted in Figure 4a . Only capacitive couplings have survived the elimination process, and this minimal network is a low frequency representation of the original network. Now the elimination procedure is repeated, using the method described in this paper. The tolerance is val- Further increase of f s shows that, from f s = 1 MHz up to 100 MHz, one non-terminal node is not eliminated. The resulting network has been plotted in Figure 4b . The total value of the spiral resistor exactly equals the value found if the resistor is considered without the extra capacitor. The total ground capacitance of the spiral resistor has been unchanged compared to the minimal EPR network. The same applies to the coupling capacitance and the metal ground capacitance. This means that the extra node is situated some- where on the large pad at the end of the resistor, just below the metal pad. This shows that the method has successfully detected one of the crucial nodes. That is confirmed by Figures 5 and 6 , where a very good agreement between the exact and the extracted network for f s = 100 MHz is obtained for all f < 100MHz.
fs is further increased, still with unchanged 6,-. In Table 1 the poles of the voltage transfer function of the exact network are compared to the poles obtained from the approximated networks, taking fs = 100 MHz, 200 MHz, 1 GHz and 2 GHz respectively. These extractions leave 1,2, 4 or 5 non-terminal nodes respectively. As can be seen from Table 1 , the calculated poles converge to the exact poles.
The second example consists of a poly-silicon line con- However if all irrelevant resistors (R > 1 MQ) and capacitors (C < 0.1 fF) are removed the simple network from Figure 8 is obtained. As can be seen, the original topological structure is perfectly reflected by the model. This example also shows that the introduction of extra nodes in the model can reduce the complexity of the total network by reducing the number of relevant components. This effect will be stronger if more terminals are connected to the line.
Conclusions
The method presented has some very important properties, that have not been encountered in any other method.
e By increasing maximal signal fresquency, the complexity of the extracted RC model also increases, such that the resulting model matches the original circuit up to the new frequency.
Since the method uses the principle of selective elimination of the non-terminal nodes. in combination with linearized Gaussian elimination, the method always is numerically stable.
e The method is very suited to combine with scan-line oriented layout-to-circuit extractors.
e Implementation of the method in a layout-to-circuit extractor gives a moderate increase jin cpu-time and memory consumption, if compared to much simpler extraction methods, such as EPR.
0 Experiments show excellent results.
A Appendix
In this appendix we describe how to eliminate a single node from an initial linear and passive admittance network. After the elimination, an approximating admittance network results, while preserving the moments of the MacLaurin series expansion up to a given order N . Applying this method iteratively, all non-terminal nodes of the network can be eliminated. Here, only a summary of the method is presented. For more detailed information we refer to [ 5 ] .
The following definitions and assumptions are used:
e The initial network has N nodes. The relation between the node currents and the node potentials of the initial network is given by the admittance network Y(s). The admittance network after the elimination of nonterminal node k is given by Y(s).
e Each element yij(s) of Y(s) is given as the first terms of a truncated MacLaurin series expansion, yielding
k=l,k+i
The elimination procedure used is in fact Gaussian elimination. An important property of this is that, given the first moments of the series expansion of the initial network Y(s), If the k-th node is coupled resistively to at least one other node, then a k = 0, else a k = 1.
